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Appendix 
1.  CERTIFICATION REQUIREMENTS
1.  GENERAL.  This appendix contains certification requirements for surveillance services provided in the en route air traffic control environment, and certification requirements for constituent systems used to provide those services.  Refer to Order 6000.15, General Maintenance Handbook for Airway Facilities, for general guidance on the certification of services and systems.

2.  SERVICES.  A service is defined as a system or group of systems providing some functional benefit to a user.  The en route surveillance service provides a means for air traffic control personnel to determine aircraft position and course during aircraft operations.  These services are certified as En Route Surveillance Airborne Target Display (ESATD), and En Route Surveillance Automated Flight Plan (ESAFP) in accordance with tables published in the applicable automation system handbook.

a. The ESATD is a mutually dependent surveillance display service, relying on a combination of ATC and airborne systems.  The ESATD relies on surveillance data from short range sensors, long range sensors, or any combination of sensors to provide air traffic control personnel with a means to determine aircraft position and course and enhances surveillance capabilities by displaying real-time aircraft transponder data, e.g., pressure altitude, indicated airspeed, squawk codes, etc.

b. The ESAFP provides en route radar data processing with the surveillance processing system.  It provides enhanced ATC capabilities by linking real-time flight data with flight plan data, and therefore automating the handling of surveillance data to appropriate ATC sectors.  It depends on systems used to file, route, update, and terminate flight plans.

3.  SYSTEMS.

a. Surveillance Interrogator Systems (SIS) are used to interrogate aircraft in the surveillance coverage volume and converts the aircraft replies to positional information for display to air traffic controllers.  The SIS system is certified in accordance with this appendix.

b. Surveillance Flight Plan Systems (SFS), Surveillance Radar Systems (SRS), Surveillance Processing System (SPS), and Surveillance Display Systems (SDS) are certified in accordance with their applicable maintenance handbook.

4.  EXCEPTIONS.  Order 6000.15 permits certification with exceptions where a system provides somewhat less than its full functional benefit but is still useable, e.g., one channel is taken out of service, yet another channel is contributing to the en route surveillance service.  Outstanding exceptions may be certified in accordance with Table 1, Surveillance Interrogation System (SIS), additional guidance is given for the specific purpose of removing the exceptions.

5.  FUTURE SYSTEMS.  For future planning purposes, systems that provide the above services or are used for testing or prototyping shall be certified in accordance with Order 6000.15.
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