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seq chap \r4 \hSECTION 4

STANDARDS AND TOLERANCES

4.1  STANDARDS AND TOLERANCES.-  This section provides the standards and tolerances for the RMC.  It is divided into two groups:  the standards and tolerances for the RMC equipment, and RMC reporting alarm limits for the monitored equipment.

4.2  RMC STANDARDS AND TOLERANCES.-  Refer to table 4-1 for the applicable RMC equipment standards and tolerances. In all cases the standards and tolerances apply to the reported RMC readings after calibrated correction factors have been applied.

4.3  RMC MEASUREMENT ALARM LIMITS.-  Refer to table 4-2 for the applicable RMC alarm limits.  Note that the soft alarm limits are to be set for site requirements.  The recommended starting point is 70 percent of the hard alarm limit.  

TABLE 4-1.  RMC STANDARDS AND TOLERANCES

	Parameter
	Reference
	Standard
	Tolerance/Limit

	
	Paragraph
	
	Initial
	Operating

	
	
	
	
	

	1.  DPSU +24 V dc 


    
	6.2.2.8.1
	+24 V dc
	±0.5 V

of standard
	±1.0 V

of standard

	
	
	
	
	

	2.  Digital Status/


    Alarm Parameters

    
	6.2.2.8.2
	RMC reports

status/alarm same as equipment
	RMC reports

status/alarm

same as equipment
	Same as initial

	
	
	
	
	

	3.  Analog Parameters


    
	6.2.2.8.3
	Reports voltage value the same as measured at equipment
	±1 percent of equipment voltage (after correction)
	±2 percent of equipment voltage (after correction)

	
	
	
	
	


TABLE 4-2.  RMC REPORTING ALARM LIMITS

	
	Alarm Limits

	Parameter
	Soft
	Hard

	
	
	

	1.  Digital Parameters



	N/A
	N/A

	
	
	

	2.  Analog Parameters



	±70 percent of hard limit or as per site requirements
	Blue sheet tolerances of equipment being monitored

	
	
	

	3.  ATCBI Power 


    
	±0.3 dB from nominal operating power
	Blue sheet tolerances of ATCBI power
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