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SECTION 9.

INSTALLATION, INTEGRATION, AND CHECKOUT
9.1  INTRODUCTION.-  This section contains information related to the installation, integration, and checkout of the remote monitoring and control (RMC).  Information is included for site selection, unpacking, packing, inspection, and checkout adjustment of the installed equipment.

9.2  SITE INFORMATION.-  No special site information is required.

9.3  UNPACKING AND PACKING.-  Upon receipt of the equipment, remove all items from the packaging and compare each item with the packing list.  If any item is missing or damaged, order additional equipment through normal supply channels.  Return of materials should not be necessary under normal conditions, however, in the event that damaged equipment is to be returned, be sure packaging is in such a manner that additional damage will not be incurred by rough handling during shipment.

9.4  INPUT REQUIREMENTS.-  The following inputs are required for the RMC:


a.  Power:  115 V ac, 15 amperes, 60-Hz single phase.


b.  Ventilation (heating/cooling):  No special requirements.

9.5  INSTALLATION PROCEDURES.-

9.5.1  Beacon Only Site (BOS) RMC Rack Installation.-  Refer to paragraph 14 of System Support Directive (SSM) ATCBI6-001 AF P 6360.1 CHG 232, Chapter 186, Remote Monitoring and Control (RMC) for Beacon Only Site (BOS) for installation procedures.

9.5.2  Enroute RMC Rack Installation.-  Refer to paragraph 14 of AF P 6360.1 CHG 205, Chapter 188, ARSR-1/2 and FPS Remote Monitoring and Control (RMC) installation procedures.

9.5.3  Airport Surveillance Radar (ASR-8) RMC Rack Installation.-  Refer to paragraph 14 of AF P 6360.1 CHG 362, Chapter 387, Install Remote Monitoring and Control (RMC) at Airport Surveillance Radar (ASR-8) at Savannah, Georgia for installation procedures.

9.5.4  Environmental Remote Monitoring System (ERMS) Modification.-  Refer to TI 6145.1 Environmental Remote Monitoring Subsystem (ERMS) for installation instructions. 

9.5.5  Azimuth Data Unit (ADU) Modification.-  If the (ADU) was not modified for the BOS remote monitoring  subsystem (RMS) then refer to AF P 6360.1   CHG 206, Chapter 129(2R), Air Traffic Control Beacon Interrogator (ATCBI) Azimuth Data Unit (ADU), Type FA-9658, National Remote Maintenance Monitoring (RMM) System, for modification instructions.

9.6  INTERCONNECTION TO RELATED EQUIPMENT.-  

9.7  CHECKOUT PROCEDURES.-  Based on the type of site, check out procedures are found in paragraph 15 of either EEM AF P 6360.1 CHG 205, Chapter 188, ARSR-1/2 and FPS Remote Monitoring and Control (RMC) or SSM AF P 6360.1 CHG 232, Chapter 186, Remote Monitoring and Control (RMC) for Beacon Only Site (BOS) for check out procedures.
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